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Contractor Company  

 

Name:___________________________________________________ 

 

 REQUEST FOR QUOTE 

 
West Lafayette  

Northwestern Ave Sidewalk 

Brick Paver Replacement 

Project 

 

May 28, 2010 
 

 

 

Scope /quote form 

 

Scope “A”:  Concrete  
 

1) Saw cut, remove and replace concrete trash can pad (remove trash can and deliver to 

 West Lafayette City Garage) 

2) Saw cut remove and replace concrete areas painted in white on the site.  Dowel into 

 existing walk with #4 dowels 12” oc. 

4) Provide concrete handicapped ramp base detail as shown on attached drawing.  The 

 truncated dome plates will be provided by the City of West Lafayette and can be  picked 

 up at the street department. 

3) All Concrete to be 6” thick 4000 psi limestone mix with 7% air entrainment.  Joint 

 pattern and finish to match existing.   

 

  

 

Scope “B”: Heavy Duty Concrete Brick Paver Replacement in Front of Potbelly’s 
 

1) Remove existing brick pavers to the limits shown on the plan and markings in the field 

 and dispose of off site. 

3) Provide and install 1” of leveling sand directly under the pavers. 

2) Install in a similar pattern to match the existing pavers heavy duty concrete brick pavers 

provided by the City of West Lafayette (at the street department) Pavers are to be 

compacted into place installed ¼” above the adjacent concrete. Some existing stone base 

will need to be removed to allow for the thicker pavers being used in this area. 
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Scope “C”: Normal Duty Concrete Brick Pavers in front of Einstiens 

 
1) Remove existing brick pavers to the limits shown on the plan and markings in 

the field and dispose of off site. 

2) Provide and install 1” of leveling sand directly under the pavers. 

3) Provide and install in a similar pattern to match the existing pavers new normal 

duty concrete pavers.  Pavers are to be compacted into place installed ¼” above 

the adjacent concrete.  

4) Pavers are to be Hollandstone by Belgard 60mm. Color: Antique.  Provide 

sample brick for approval prior to installation.  

 

 

Scope “D”: #53 Crushed Limestone 
 

1) Provide and install 10 tons of compacted #53 crushed limestone for sub base if needed.  

 Payment will be per ton installed based on delivery tickets.   
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Prices are lump sum per item unless noted otherwise.  Owner must be notified and approve of work 

beyond the quantities given in the Request for Quote form.   

 
 

Scope A: Concrete 

        Lump Sum______________ 

 

Scope B:  Heavy Duty Pavers  

        Lump Sum ______________ 

 

Scope C: Normal Duty Pavers      

        Lump Sum ______________ 

 

Scope D:#53 Crushed Limestone installed 

      10 tons Unit Price_________ Total _______________ 

 

 

 

 

         Overall total for scope of project specified _____________ 

 

SUBMITTED BY 

 

Contractor’s Name:_____________________________________________________ 

 

Authorized Signature:_________________________________Date:_____________ 

 

Addenda(s)____________________________________________________________ 
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