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CITY OF WEST LAFAYETTE
DEPARTMENT OF PUBLIC WORKS

NAVAJO STREET CURB AND SIDEWALK IMPROVEMENTS
(FROM SALISBURY STREET TO INDIAN TRAIL DRIVE)

Begin Construction
Sta. 11+78.54 Line "A"

End Construction
Sta. 35+38.00 Line "A"

End Construction
Sta. 21+85 Line "S-1-A"
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GENERAL NOTES
1. Contractor shall coordinate all work adjacent to the intersection of Navajo Street and Salisbury Street with

contractor of “Salisbury Street Safety Improvements, Phase 3” Project prepared by Wessler Engineering,
Dated October 29, 2013.

2. The locations of all existing underground utilities shown on these plans are based upon above ground
evidence (including, but not limited to, manholes, inlets, valves, and marks made upon the ground by
others) and are speculative by nature. There may also be other existing underground utilities for which no
above ground evidence was observed. The exact locations of said existing utilities shall be verified by the
contractor prior to any and all construction.

Contact Indiana 811 a Minimum of two (2) full working days before digging.

3. The contractor shall verify all dimensions in the field prior to the start of construction. If any discrepancies
are found in the plans from actual field conditions, the contractor shall notify the engineer immediately.

4. Sidewalks Shall Not be Installed at Slopes Greater than 1.67%.

2 INDEX AND GENERAL NOTES
1 TITLE

3-4 TYPICAL SECTIONS

5-6 CURB AND WALK PLANS

9 INTERSECTION DETAILS

CITY OF WEST LAFAYETTE TYPICAL CONSTRUCTION GUIDLINES & DETAILS

34 4 in. Solid White Paint Line

35 4 in. Solid Yellow Paint Line

45 4 in. White Stop Line, Preformed Plastic

13 Combined Concrete Curb and Gutter, Type III

X1 Construction Sign, Type B

X Construction Sign, Type A

R
165#/yd² HMA, Type B, Surface, on
HMA Intermediate, for Wedge and Level

F Concrete Sidewalk (See City of West Lafayette Typical Details)

D 6 in. PCCP For Drives.

Legend:

Pavement Message Marking, Thermo Lane
Indication Arrow.

CP Cold Planing - (Max. 2 in.)

S Sodding

Proposed

Communications:

Comcast Cable
1002 E Center Road
Kokomo, IN 46902
(765) 455-5935
Contact: Jerry Shutters
jerry_shutters@cable.comcast.com

Frontier Communications
3126 Imperial Parkway
Lafayette, IN 47909
(765) 423-3537
Contact: Ted Foster
ted.foster@ftr.com

Metronet
3701 Communications Way
Evansville, IN 47715
(317) 903-0481
Contact: Jeff Ketterer
jeffrey.ketterer@metronetinc.com

Electric:

Duke Energy
3395 Greenbush Street
Lafayette, IN 47905
(765) 454-6175
Contact: Brian Funk
brian.funk@duke-energy.com

Water:

Indiana American Water
555 E. Countyline Road, Suite 201
Greenwood, IN 46143
(317) 807-2462
Contact: Jacquelyne Sanders
jacquelyne.sanders@amwater.com

Natural Gas:

Vectren
1250 South Creasy Lane
Lafayette, IN 47905
(765) 449-5630
Contact: Deron Leslie
dleslie@vectren.com

Sanitary Sewer:

City of West Lafayette
609 W. Navajo Street
West Lafayette, IN 47906

Know what's

R

43 4 in. Broken Yellow Paint Line

Storm Sewer

Underground Communications

Water Line

Natural Gas

Underground Telephone

Sanitary Sewer

Existing Deciduous Tree

Existing Coniferous Tree

Existing

10 CONSTRUCTION SIGNING PLAN

CR Curb, Remove

D

LINE "A"
STATION DESCRIPTION NORTHING EASTING
10+00.00 PI 1895320.1702' 2999310.4633'

11+65.24 PC 1895320.1702' 2999475.7020'

13+95.36 PT 1895268.1442' 2999697.7812'

14+47.69 PC 1895244.8987' 2999744.6716'

16+08.77 PT 1895208.4806' 2999900.1271'

17+86.56 PC 1895208.4806' 3000077.9118'

19+08.44 PT 1895201.0622' 3000199.4920'

19+45.63 PC 1895196.5409' 3000236.4041'

20+66.66 PT 1895189.1229' 3000357.1344'

31+47.09 PC 1895188.2046' 3001437.5590'

33+40.69 PT 1895164.7292' 3001629.2588'

35+52.21 POE 1895113.8645' 3001834.5698'

LINE "S-2-A"
STATION DESCRIPTION NORTHING EASTING
20+00.00 POB 1895195.6028' 3000244.3244'

22+09.28 POE 1894986.3242' 3000243.9536'

Existing Chain link Fence

Curb Inlet

Storm Manhole

DR Drive Removal

ALIGNMENT INFORMATION

CONTROL TABLE
POINT

NUMBER NORTHING EASTING ELEVATION STATION OFFSET DESCRIPTION

3 1895361.8180' 2999336.1280' 720.39' 10+25.7 -41.7 5/8" Rebar

1000 1895242.6819' 2999689.8430' 715.62' 13+99.6 26.3 Boat Spike

1001 1895168.2831' 3000321.0722' 714.74' 20+31.4 21.5 Boat Spike

1002 1895204.2194' 3000993.1208' 719.71' 27+02.6 -15.6 Boat Spike

1003 1895200.5116' 3001530.8856' 722.55' 32+38.6 -17.7 Boat Spike

PROJECT CONTROL POINTS

7-8 ALTERNATE #1: RESURFACING PLANS

R1 220#/yd² HMA, Type D, for Wedge & Level

38 Transverse Marking, 6 in., Crosswalk Line

mailto:jerry_shutters@cable.comcast.com
mailto:ted.foster@ftr.com
mailto:jeffrey.ketterer@metronetinc.com
mailto:brian.funk@duke-energy.com
mailto:jacquelyne.sanders@amwater.com
mailto:dleslie@vectren.com


Slope Varies
(1%-3%)

Slope Varies
(1%-3%)

20' 20'

Existing Ground

3.5' 5'

Existing Curb

Existing Curb

Existing Sidewalk

R

CP
Existing Asphalt Pavement

TYPICAL SECTION
Scale: NTS

NAVAJO ST
STA. 11+78.54 to 13+00.00 Line "A"

R

14'

R

TYPICAL SECTION
Scale: NTS

NAVAJO ST
STA. 15+00.00 to 20+00.00 Line "A"

Slope Varies
(1%-3%)

Slope Varies
(1%-3%)

13' 13'

Existing Curb

Existing Curb

Existing Asphalt Pavement

12'

CP R

14'

R

R

TYPICAL SECTION
Scale: NTS

NAVAJO ST
STA. 13+00.00 to 15+00.00 Line "A"

Slope Varies
(1%-3%)

Slope Varies
(1%-3%)

21'* 15'***

Existing Curb

Existing Curb

F

Existing Asphalt Pavement

12'**
6'

1.67%

4'

Existing Ground

S

CP R

14'

R

R

TYPICAL SECTION
Scale: NTS

NAVAJO ST
STA. 20+00.00 to 23+17.00 Line "A"

Slope Varies
(1%-3%)

Slope Varies
(1%-3%)

12'* 12'***

Existing Curb

Existing Asphalt Pavement

12'**

Existing Sidewalk

Utility Strip
(Width Varies)

5'

Existing Ground

13

2'-7"

R1

1'-6"

3:1
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at Face of Curb at
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CP R
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Proposed

13 Combined Concrete Curb and Gutter, Type III

R
165#/yd² HMA, Type B, Surface, on
HMA Intermediate, for Wedge and Level

F Concrete Sidewalk (See City of West Lafayette Typical Details)

D 6" PCCP For Drives.

CP Cold Planing - (Max. 2 in.)

S Sodding

* Width Varies from 20' @ Sta. 13+00.00 to 21' @ Sta. 13+46.00.
  Width Varies from 21' @ Sta. 14+79.00 to 14' @ Sta. 15+00.00.

** Width Varies from 0' @ Sta. 13+00.00 to 12' @ Sta. 13+31.00.

*** Width Varies from 20' @ Sta. 13+00.00 to 15' @ Sta. 13+31.00.
  Width Varies from 15' @ Sta. 13+88.00 to 13' @ Sta. 14+43.00.

(Alt #1)

R1 220#/yd² HMA, Type D, for Wedge & Level

* Width Varies from 12' @ Sta. 22+67.00 to 16' @ Sta. 23+17.00.
** Width Varies from 12' @ Sta. 22+67.00 to 0' @ Sta. 23+17.00.

*** Width Varies from 12' @ Sta. 27+67.00 to 16' @ Sta. 23+17.00.

(Alt #1)

(Alt #1) (Alt #1) (Alt #1) (Alt #1)

(Alt #1) (Alt #1)
(Alt #1)

(Alt #1)

(Alt #1)

(Alt #1)



16.5' 16.5'

Existing Ground

Existing Asphalt Pavement

Existing Curb

5'

F

TYPICAL SECTION
Scale: NTS

SACRAMENTO DR
STA. 20+29.26 to 21+83.96 "S-2-A"

16.5'
16.5'

Existing Ground

13

Existing Sidewalk

Existing Asphalt Pavement

Existing Curb

Utility Strip
(Width Varies)

5'

TYPICAL SECTION
Scale: NTS

NAVAJO ST
STA. 23+17.00 to 30+85.00 Line "A"

Slope Varies
(1%-3%)

Slope Varies
(1%-3%)

2'-7"

R1

1'-6"

3:1
S

Spot Grades Shown
at Face of Curb at

Gutter

CP R

14'

R

R

16.5' 16.5'

Existing Ground

13

Existing Sidewalk

Existing Asphalt Pavement

Utility Strip
(Width Varies)

5'

TYPICAL SECTION
Scale: NTS

NAVAJO ST
STA. 30+85.00 to 35+00.00 Line "A"

Slope Varies
(1%-3%)

Slope Varies
(1%-3%)

2'-7"2'-7"

13 R1

1'-6"

3:1
S

Spot Grades Shown
at Face of Curb at

Gutter

CP
R

14'

R

R
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(Alt # 1)

Proposed

13 Combined Concrete Curb and Gutter, Type III

R
165#/yd² HMA, Type B, Surface, on
HMA Intermediate, for Wedge and Level

F Concrete Sidewalk (See City of West Lafayette Typical Details)

D 6" PCCP For Drives.

CP Cold Planing - (Max. 2 in.)

S Sodding

R1 220#/yd² HMA, Type D, for Wedge & Level

(Alt # 1)

(Alt # 1) (Alt # 1)
(Alt # 1)

(Alt # 1)



SINGLE UNDERGROUND WATER
PAINT MARK WITH ARROWS

EAST AND WEST

DRAINAGE MANHOLE # 60129
T/C ELEV = 714.45
INV 18" RCP = 710.73 (W)
INV 18" RCP = 710.64 (E)

DRAINAGE MANHOLE # 60130
T/C ELEV = 714.93
INV 18" RCP = 711.01 (N)
INV 18" RCP = 710.81 (E)
INV 12" RCP = 711.11 (S)
INV 18" RCP = 711.03 (W)

CURB INLET # 60132
T/C ELEV = 714.26

INV 12" RCP = 711.30 (N)

3

1000

TBM 100

DRAINAGE MANHOLE # 60197
T/C ELEV = 715.60

INV 18" RCP = 711.35 (N)
INV 18" RCP = 711.24 (SE)

DRAINAGE MANHOLE # 60198
T/C ELEV = 715.77
INV 18" RCP = 711.07 (NW)
INV 18" RCP = 711.05 (S)

SANITARY MANHOLE # 60213
T/C ELEV = 715.66

INV 10" PVC = 708.11 (W)
INV 10" PVC = 708.01 (N)
INV 10" PVC = 707.91 (E)

SANITARY MANHOLE # 60226
T/C ELEV = 715.74

INV 10" PVC = 707.79 (W)
INV 10" PVC = 708.04 (N)
INV 10" PVC = 707.79 (E)

DRAINAGE MANHOLE # 60235
T/C ELEV = 715.63
INV 12" RCP = 709.78 (W)
INV 12" RCP = 710.63 (N)
INV 12" RCP = 709.83 (E)

CASONITE GAS MARKER

SINGLE UNDERGROUND ELECTRIC
FLAG MARKER

SINGLE UNDERGROUND ELECTRIC
FLAG MARKER
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Begin Construction
Sta. 11+78.54 "A"

EQ: POT = Sta. 11+78.54 "A"
POT = Sta. 2+70.00 "S-1-A"

+
27

LINE "A"

LINE "S-1-A"

EQ: POT = Sta. 20+00.
POT = Sta. 19+

6'

1001

1002TBM 101

CURB INLET # 60388
T/C ELEV = 713.30
INV 12" RCP = 710.14 (SW)
INV 12" RCP = 709.91 (N)
INV 6" RCP = 710.91 (SE)

 # 60429
T/C ELEV = 715.47

INV 12" RCP = 713.32 (W)
INV 18" RCP = 0.00 (NW)
INV 12" RCP = 713.37 (N)
INV 12" RCP = 713.12 (E)

DROP INLET # 60435
T/C ELEV = 716.12

INV 18" RCP = 713.22 (SW)
INV 18" RCP = 713.12 (N)
INV 12" RCP = 712.72 (E)

CURB INLET # 60471
T/C ELEV = 715.61
INV 12" RCP = 713.01 (W)
INV 12" RCP = 713.16 (E)

DRAINAGE MANHOLE # 60473
T/C ELEV = 716.45
INV 12" RCP = 712.75 (W)
INV 18" RCP = 712.70 (NE)
INV 12" RCP = 712.95 (E)

20
+

00

21
+

00

22
+

00

23
+

00

24
+

00

25
+

00

26
+

00

27
+

00

20
+

00
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+
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Matchline Sta. 21+00 "S-1-A"

F

F

F

Curb and Walk Notes:
1.     See Sheet 2 for Legend.
2. Street Resurfacing and Pavement Markings Shown on Sheets 7-8.
3.    "Line S-1-A" is Defined in "Salisbury Street - Safety Improvements, Phase 3" by

Wessler Engineers, Dated October 29, 2013.
4.    Grade Elevation Callouts Shown are at Gutterline at face of Curb on Curblines or at

Finished Grade for Proposed Pavement Locations. See Typical Sections for Reference.

5' X 8' Concrete
Pad for Bus Stop
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35.7 SYD
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R20'
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R1 R1

1'-6" 1'-6"
S

S S S S
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See Sheet 5 for Construction
Along Navajo Street

13 13DRD
26.9 SYD DRD

25.0 SYD

DRD
30.4 SYD

5'

13 DRD
22.5 SYD

DRD
30.9 SYD

DRD
24.2 SYD
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13
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1'-6"
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SS S

Restore Existing Landscaping
Disturbed by Curb and Drive

Construction.

Restore Existing Landscaping
Disturbed by Curb Construction.

Restore Existing Landscaping
Disturbed by Curb and Drive

Construction.

New Curb along North
Side of Navajo Shall
Match Existing Grade.

Curb Ramp



SINGLE UNDERGROUND WATER
PAINT MARK WITH ARROWS

EAST AND WEST

DRAINAGE MANHOLE # 60129
T/C ELEV = 714.45
INV 18" RCP = 710.73 (W)
INV 18" RCP = 710.64 (E)

DRAINAGE MANHOLE # 60130
T/C ELEV = 714.93
INV 18" RCP = 711.01 (N)
INV 18" RCP = 710.81 (E)
INV 12" RCP = 711.11 (S)
INV 18" RCP = 711.03 (W)

CURB INLET # 60132
T/C ELEV = 714.26

INV 12" RCP = 711.30 (N)

3

1000

TBM 100

DRAINAGE MANHOLE # 60197
T/C ELEV = 715.60

INV 18" RCP = 711.35 (N)
INV 18" RCP = 711.24 (SE)

DRAINAGE MANHOLE # 60198
T/C ELEV = 715.77
INV 18" RCP = 711.07 (NW)
INV 18" RCP = 711.05 (S)

SANITARY MANHOLE # 60213
T/C ELEV = 715.66

INV 10" PVC = 708.11 (W)
INV 10" PVC = 708.01 (N)
INV 10" PVC = 707.91 (E)

SANITARY MANHOLE # 60226
T/C ELEV = 715.74

INV 10" PVC = 707.79 (W)
INV 10" PVC = 708.04 (N)
INV 10" PVC = 707.79 (E)

DRAINAGE MANHOLE # 60235
T/C ELEV = 715.63
INV 12" RCP = 709.78 (W)
INV 12" RCP = 710.63 (N)
INV 12" RCP = 709.83 (E)

CASONITE GAS MARKER

SINGLE UNDERGROUND ELECTRIC
FLAG MARKER

SINGLE UNDERGROUND ELECTRIC
FLAG MARKER
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1002TBM 101

CURB INLET # 60388
T/C ELEV = 713.30
INV 12" RCP = 710.14 (SW)
INV 12" RCP = 709.91 (N)
INV 6" RCP = 710.91 (SE)

 # 60429
T/C ELEV = 715.47

INV 12" RCP = 713.32 (W)
INV 18" RCP = 0.00 (NW)
INV 12" RCP = 713.37 (N)
INV 12" RCP = 713.12 (E)

DROP INLET # 60435
T/C ELEV = 716.12

INV 18" RCP = 713.22 (SW)
INV 18" RCP = 713.12 (N)
INV 12" RCP = 712.72 (E)

CURB INLET # 60471
T/C ELEV = 715.61
INV 12" RCP = 713.01 (W)
INV 12" RCP = 713.16 (E)

DRAINAGE MANHOLE # 60473
T/C ELEV = 716.45
INV 12" RCP = 712.75 (W)
INV 18" RCP = 712.70 (NE)
INV 12" RCP = 712.95 (E)
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